


Vienna Ensemble Pro — User Manual Welcome To Vienna Ensemble Pro 7 2

WELCOME TO VIENNA ENSEMBLE PRO 7

> Added FX Plug-ins — A selection of 8
powerful plug-ins, based on Vienna Suite
Pro, with convenient GUI displays
embedded in the mixer channel view.
Stereo: Compressor Pro, Equalizer Pro,
Exciter Pro, Limiter Pro, Analyzer Pro.
Surround specific: Matrix Mixer Pro,
Surround Balance Pro, Surround Pan Pro

> Simplified Automation — Detailed clear
names of all automatable parameters
available in Vienna Ensemble Pro and all
inserted plug-ins. Click “Learn” and see the

corresponding parameter in your sequencer, with the correct parameter name and value.

> VST 3 now supports program changes.
> BETA AU3 not fully functional yet — With up to 48 MIDI ports (= 768 MIDI channels) per instance, Vienna

Ensemble Pro 7 is the first AU3 plug-in on the market. Check out the functionality with our additional BETA AU3
Multiport Logic Projects.
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Interface Improvements

> Articulation Display — The currently playing articulation is displayed directly in the channel (Vienna Synchron
Player / Vienna Instruments / Vienna Instruments Pro)

> Missing Patches — Missing patches are indicated by a red frame for Vienna Synchron Player / Vienna Instruments
/ Vienna Instruments Pro

> Vertical Instance List — For a quicker overview of all available instances (in addition to the tabbed view)

> Instance CPU usage — Real-time read-out of the specific CPU load
> Instance MIDI / Audio Activity — Better overview, easy to observe and control MIDI and audio activity
> Improved Color Selection

Improved Resource Management

> Instance disabling (automatable)
> Folder disabling (automatable)

> Copy / Paste channel sets
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Improved Plug-in Management

> Favorites Manager — Create a list of your personal go-to plug-ins (FX / Instruments).
> Favorites (auto-populated) — Always have your most recently used plug-ins available on top of your plug-in list.
> Deactivate Plug-ins in the Vienna Ensemble Pro Preferences.

> Improved Plug-in Scanning for a smoother experience with troublesome or incompatible plug-ins installed.

Connection and Network

> Instant Server Discovery — Reliable server detection, also in complex
situations

> Faster connection / disconnection from VE Pro Server / instances

> Faster saving times — instance data is compressed/decompressed to
increase saving speed with demanding plug-ins like NI Kontakt.

) New features in Vienna Ensemble Pro 7 will be highlighted like this.
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System Requirements

Vienna Ensemble Pro 7 runs on PC Intel Core 2 Duo/AMD Athlon 64 X2 machines with Windows 7, 32-bit and 64-bit
versions, and Intel Core2Duo machines with Mac OS X 10.10 (latest update) or higher.

Windows only: You can run the 32-bit version and the 64-bit version of Vienna Ensemble Pro simultaneously, so that you
can make use of all your plug-ins!

Network

Vienna Ensemble Pro 7 incorporates the first all-in-one MIDI and audio LAN solution that works universally on Macs and PCs.
You need a working Gigabit connection and at least one USB eLicenser like our ViennaKey, and neither audio nor MIDI
Interface is needed on your Slave Computer!

You can easily load your previously saved Vienna Ensemble (Pro) templates, and you can even merge existing Vienna
Ensemble (Pro) projects!

You should use static IP addresses, and avoid 169.x.x.x addresses (these are automatically assigned by your computer and
tend to change).

A classical stable setup may look like this:
Manually assign one of these IP addresses to the computers in your setup: 192.168.0.x or 10.0.0.x, and assign a subnet mask
of 255.255.255.0. If you are working with a router, you should add the IP address of the router (e.g., 192.168.0.1).

Mac Firewall

If you experience problems with the connection to VE Pro Server, please try and deactivate the MacOS Firewall to see
wether this resolves the problem.

Unfortunately, the built-in Apple Firewall only allows exceptions on an application basis, not for individual ports. VE Pro uses
multiple ports for operation, therefore the Apple Firewall will always throw this message unless it is deactivated altogether.
The functionality of Vienna Ensemble Pro is not affected if you click ,,Allow”.

Also, network utilities such as Little Snitch, various Parental Control applications and some Audio plug-ins (f.i. some
2cAudio plug-ins) are known to sometimes interfere with VE Pro connectivity.
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Windows Firewall

On Windows computers with activated firewall, make sure that these ports are open:

— 6472 (TCP)
— 6473 (TCP)
— 6474 (UDP)
— 6475 (UDP)
— 6476 (UDP)
— 6477 (UDP)

1) Click “Start” and type “fire” in the search window

2) choose “Firewall with Advanced Security”

3) Click “Inbound Rules” in the upper left corner of the window

WP Windows Firewall with A
File Action View Help
=2 =

& Windows Firewall with Advanced Security | Il

3 Inbound Rules
Outbound Rules

2 Connection Security Rules
B Monitoring

Name Protocol  Local Port  Action

ro - ow es
VE Pro TCP TCP 64726473 All e
ro - ow es
VE Pre UDP upp 6474-6477  All e

4) Click “New Rule”.

Enabled

Override Program Local.. Remeot.. Remo.. Auth.. Authorize.

5) Choose “Port”, then “TCP” in the next window, and enter the ports.

B e nbound Rule Wizerd
| Rule Type

Select the type of firewall nule to create.

Steps:

Rule Type
Protocol and Potts
Action

Profile

¢« & & 5 6

Name:

What type of rule would you fike to create?

Rule that controls connections for a program.
@ Port

Rule that controls connections for a TCP or UDP port
O Predefined:

Allloyn Router

Rule that controls connections for a Windows experience.

(O Custom
Custom ule

< Back Next > Cancel

Authori... Local U,

Application Package | Group

No Any Any Ay Any  Any Any Any Any Any
No Any Any  Any  Any  Any  Any Any Any Any
@ New Inbound Rule Wizard x
<+ Protocol and Ports
Specfy the protocols and ports to which this rule appiies.
Steps:
o Rue Type Does this ruls apply to TCP or UDP?
@ Protocol and Ports @ TCP
@ Action O upp
@ Profile
N
@ Mame Does this rule apply to all local ports or speciic local ports?
O All local ports
@ Specific local ports- (4725479
Example: 80, 443, 50005010
< Back Next > Cancel

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Welcome To Vienna Ensemble Pro 7 7

6) Do the same for the UDP ports.

B New Inbound Rule Wizard X @ New Inbound Rule Wizard x
Protocol and Ports Action

Specify the protocols and ports to which this nule applies Speciy the action to be taken when a connection matches the conditions specified in the nle

Steps: Steps:
® FueTipe Doss this e applyto TCP or UDP? ® RuleType Wihat action should be taken when a connection matches the specified conditions?
& Protocal and Port: @ Protocol and Forts

ocol and Ports O TCcP (® Allow the connection
@ Action (Sl L (= This includes connections that are protected wilh IPsec as well as those are not
@ Profiie @ Profie
" () Allow the connection if it is secure
@ Name Doss this e applyto =l local parts or speciic local ports? @ fHeme This includes anly connections that have been authenticated by using IPsec. Connections
willbe secured using the setiings in IPsec proprties and rules in the Connection Security
O Al local ports Fronmia
@® Specific local ports: [p474-6477
Example: 80, 443, 50005010
() Block the connection
< Back Nexd > Cancel <Back Next > Cancel
7) Save the profile and Rule Name:

@ New Inbound Rule Wizard X @ New Inbound Rule Wizard X
Profile Name

Specfy the profles for which this rule appiies. Specfy the name and desaiption of this ruls.

Steps: Steps:

o Fule Type When does this rule apply? @ FRule Type

@ Protocol and Ports @ Protocol and Ports

@ Action Domain @ Action

o Profile Aoplies when a computeris connected to its comarate domain, o Fufle Name:

@ Name Private e [VEPr TCP]

Applies when a computeris connected to a private network location, such as a home Desctption foptional):

or wark place.
Public
Applies when 2 computeris connected to a public network location

<Back Next > Cancel <Back Cancel
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Epic Orchestra 2.0

Epic Orchestra consists of a hand-picked selection of instruments:

You will get a great impression of the possibilities available in virtual orchestration when working with Vienna Symphonic
Library products, from our VI Series (SYNCHRON-ized Epic Orchestra) to our new SYNCHRON Series products.

Please check out the dedicated Synchron Player Manual in MyVSL and also our Video Tutorials.

' To use Epic Orchestra 2.0, you need to install our and the

Video Tutorials

As with all our software products, you can find many video tutorials showing the different features discussed in this
manual — watch them in the Software Area!

© 2019 Vienna Symphonic Library
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Registration
When purchasing online, you will automatically receive Activation Codes to download your licenses.

You will need one license (and of course one key) for any computer you want to run the Vienna Ensemble Pro Server
on. Epic Orchestra comes with 1 license.

If you purchased Vienna Ensemble Pro 7 with our Software Package Stick or received a serial number certificate with
your order, please register your Vienna Ensemble Pro 7 and Epic Orchestra at www.vsl.co.at, and you will receive your
Activation Codes immediately via email.

Upgrading from Vienna Ensemble Pro 4/5/6

As Vienna Ensemble Pro 7 is fully backward compatible with versions 4, 5, and 6, you can load your existing projects and
keep working on your music right after installation.

eLicenser Control Center

The eLicenser Control Center manages your licenses. Please make sure that you are using the latest version, available on
www.elicenser.net.

Remember that you need a ViennaKey (or a Steinberg or Arturia eLicenser) to store your licenses on. You can register
your key with us, so that you are safe in case of damage (the first 6 or 7 digits of the key are important, as shown in the
screenshot below).

Downloading your license is simple: Make sure your ViennaKey is inserted, launch eLicenser Control Center, click on Enter
Activation Code and paste your Activation Code into the respective field. You will be guided through the rest of the
procedure.

An Internet connection has to be available for this process. You can of course download your license on any Internet
computer, in case your music computer is not connected to the Internet.

If your license download was interrupted for any reason, please click Maintenance (in the upper right corner) — this will
complete your license download automatically!

Please remember that you will need the content and the licenses of your VSL library products as well as the Vienna
Ensemble Pro software installed alongside with a ViennaKey on your computers!

© 2019 Vienna Symphonic Library
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SETUP

Multi-Computer Setup

A typical multi-computer setup with Vienna Ensemble Pro may look as follows:

Each Vienna Ensemble Pro Networked Computer needs to have a ViennaKey containing the licenses for the given Vienna
Instruments Collections (Epic Orchestra on one computer) and the Vienna Ensemble Pro license connected. You will also
need the content of your Vienna Instruments Collections available and assigned in your Directory Manager (described in
your Vienna Instruments Manual)!

On a Mac, unzip the Vienna Ensemble Pro OS X installer and run the installation. After accepting the license agreement,
you will be asked for a destination folder.

On a PC, run the Vienna Ensemble Pro WIN installer. You will also be asked for the location of your sequencer’s VST plug-
in folder. You can specify another directory for the plug-in, but it should remain within the sequencer’s plug-in path.

Single Computer Setup

Of course this is the easiest way to use Vienna Ensemble Pro. Simply install the software, make sure your ViennaKey with
the Vienna Ensemble Pro license is connected — done!
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Quick Start

Ensure that a ViennaKey with a Vienna Ensemble Pro 7 license (or demo license) is connected to your master computer.
Then

1) Launch Vienna Ensemble Pro Server or Vienna Ensemble Pro Server (64-bit).
2) In your sequencer, insert Vienna Ensemble Pro as a VST/VST3/AU/AAX/MAS instrument.

3) The Vienna Ensemble Pro Plug-in will open. Click Connect and choose 127.0.0.1 localhost [64] (NEW), on Windows also
also available: 127.0.0.1 localhost [32] (NEW).

4) A new instance of Vienna Ensemble Pro appears — and you can start exploring right away.

To connect to a Vienna Ensemble Pro Server on a slave computer over LAN, connect your ViennaKey to your slave
computer and start the Vienna Ensemble Pro Server (Win) or Vienna Ensemble Pro Server (64-bit) — then proceed with
step 2 from above. Provided your network connection works properly, you will see the IP address of your slave computer
instead of 127.0.0.1.

The components of this flexible software are described in detail on the following pages.
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Vienna Ensemble Pro Installed Files
The latest version of Vienna Ensemble Pro is available in MyVSL.

To use Epic Orchestra, you need to install not only Vienna Ensemble Pro, but also the Vienna Instruments Sample Player
Software.

Once installed, the new Vienna Ensemble Pro folder will appear in your programs/applications.

OS X:

Uninstall Vienna Ensemble Pro:

Helpful if you want to roll back to an earlier
version.

Vienna Ensemble Pro:

Stand-alone 64-bit software.

Vienna Ensemble Pro Server:

Connect to this 64-bit server from within your
sequencer (see next page). This is the key
element when you are working over network.

Windows:

Vienna Ensemble Pro: Stand-alone 32-bit software

Vienna Ensemble Pro (64-bit): Stand-alone 64-bit software

Vienna Ensemble Pro Server: Connect to this 32-bit server from within your
sequencer (see next page). This is the key element when you are working over
network.

Vienna Ensemble Pro Server (64-bit): Connect to this 64-bit server from within
your sequencer (see next page). This is the key element when you are working over
network.

' need to be installed separately to
]

be available in Vienna Ensemble Pro 7.
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VIENNA ENSEMBLE PRO SERVER

The Vienna Ensemble Pro Server is a separate application that runs in the background on your Vienna Ensemble Pro slave
vomputer or alongside your sequencer on your master computer.

Start the Vienna Ensemble Pro Server on all computers used before you open your sequencer.

On Windows, you can choose between the 32 bit “Vienna Ensemble Pro Server” and the 64 bit “Vienna Ensemble Pro
Server (64 bit)”.

Adding new instances from within Vienna Ensemble Pro

You can ADD a new preserved instance of Vienna Ensemble Pro with a click on the + Sign.

As soon as an instance is created in this way, it is automatically preserved (indicated by the closed LOCK icon), which
means that the plug-ins will stay loaded irrespective of whether an instance is connected to a sequencer.

Choose a descriptive name that gives you an overview right away. Alternatively, it will be auto-named “Untitled X*“.
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The name of each instance is shown in the instance tab and on the right side of the menu bar.

Now you can add more instances, load instrument plug-ins and more, using the instrument menu in the lower left corner.

You can create additional tabbed instances, change their order, and you can sort them alphabetically.

The order will be mirrored in the instance list you see in the Vienna Ensemble Pro plug-in in your sequencer. A right click
on any instance tab opens a context menu with additional options:

) Switch instance list orientation: Changes the tabbed view from horizontol to vertical view.
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) System Color Dialog: Choose from all available system colors for channels and instances.

The selected instance tab is always highlighted with a white frame.

) Each instance tab displays instance name (1), connection status (2, plug icon), enabled status (3, power icon),
real-time CPU performance (4), MIDI Activity (5), Audio Activity (6), preserved status (7, lock icon) and

decouple status (8, decouple icon).

Additionally, you will get a second context menu as soon as you right-click in the space next to the + sign (vertical and
horizontal instance view):
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Adding new instances from your sequencer

As described in the QUICK START section before, you can also ADD a new instance from the Vienna Ensemble Pro Plug-in
within your sequencer:

Insert Vienna Ensemble Pro as a plug-in in your sequencer, then click CONNECT to see a list of all available Vienna
Ensemble Pro Server Instances:

<NEW> will create a new instance in the server of your choice.
If you decide to connect to an existing instance, you can do that here as well.

127.0.0.1 is always the server on your master computer; all other IP addresses are your slave computers.

Server Preferences

Access the Preferences of the Vienna Ensemble Pro Server via the Preferences icon (the cogwheel) or the shortcut
[Command/Ctrl +P].

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Vienna Ensemble Pro Server 20

General Preferences
Server Name lets you easily identify each computer your VE Pro Server runs on.

Advertise on local network needs to be active to make your Vienna Ensemble Slave visible for other computers in your
network. You can also choose to open unsnapped instances minimized on load (this only applies when loading a *.vesp
file).

The Incoming project data behavior refers to the handling of project data stored with your song (and pushed to your
Vienna Ensemble Pro by your sequencer). The default setting is “Ask".

You can also enable and disable the automatic update check in the General Preferences.

Saving lets you determine whether Vienna Ensemble Pro should ask to save changes on exit. Default: Off

Additionally, you can set the time interval for Auto-Save, and you can choose whether to Ask to load saved server project
after crash. Default: On.

GUI offers the option to Activate window on MIDI activity focus and also whether or not you want to Activate window in
plug-in raise.

The Vienna Instruments Menu of Vienna Ensemble Pro offers some options that affect all loaded Vienna Instruments /
Vienna Instruments Pro instances in the selected Vienna Ensemble Pro Server: Learn all / Optimize all / Reset all / Master
Tuning.

Disable Samples lets you disable (unload) all samples loaded in the selected instances.
Enable Samples lets you enable (load) all samples in the selected instances.
It is also possible to apply these settings to all instances.
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Instances Preferences

Set the Default Pan Law for all new instances here. You can also enable/disable Plug-in Latency Compensation.

Enable MIDI for muted channels is a great help when you are running into streaming troubles, e.g., with multi-
mircophone setups, while composing. When deactivated, the channel will NOT receive MIDI information, therefore no
samples will be streamed.

You may change the number of used threads in the Multiprocessing drop-down menu in real-time, and each Vienna
Ensemble Pro instance will use the specified number of process threads. So 1 instance on an 8-core computer should use 8
threads, 2 instances should use 4 threads, and so forth. Ideally you should have as few threads as possible while still using
all your cores. If you're also running your host sequencer on the same system as the running instances, it might be wise to
reserve a core for it.

To keep it simple, set the amount of threads to your amount of cores. If you run into performance issues, lower the
amount of threads.

You can change the number of used MIDI ports and Audio outputs per instance, just as your Audio inputs. If you want to
use a multi-timbral instrument with 16 stereo voices, please make sure to set the number of audio ports to 32. Audio
Units by design do not offer more than 1 MIDI port per instance.

Please find more about the workaround for this AU/VST limitation (page 36).

For Logic, there is a special workaround involving the Environment available (page 57).

AU3 is another new option to improve performance, currently in BETA stadium.

GUI Behaviour lets you optimize some basic settings for your workflow.
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Fast plugin GUI Switching will need some higher memory usage, but will increase the display speed of your virtual
instruments. Default: Off.

Enable parameter tweaking with mouse wheel: Disabling this feature will avoid changing any settings when using the
mouse wheel to scroll through the GUI.

Show channel editor when clicking its channel strip: When disabled, the channel strips behave like mixer strips in terms
of showing the editor. So rather than having the instrument editor automatically showing when clicking a channel strip,
you need a double click on the colored label explicitly to show the editor.

Automatically edit selected channels as a group: When activated, all selected channels will respond to changes like
volume changes as a selection group.

Use “Alt” to edit a single track while all other tracks stay selected. Normal behavior can be achieved by holding Alt, so it
effectively reverses the functionality of the Alt modifier for grouping.

Snap instances when loading old projects: When activated, all older VE Pro 4/5 projects will load with all instances
snapped. Default: On.

The Meter Peak Hold Time can also be adjusted here. Default value: 1200 ms

Vienna Instruments: You will find the option to load all cells in disabled state for Vienna Instruments / Pro very useful
with bigger templates, especially in combination with Enable Cells on MIDI Activity, a feature that can be activated in the
General Settings of Vienna Instruments / Pro.

A Note on Multiprocessing

There are some general guidelines to follow when using Vienna Ensemble Pro on a system with multiple cores. The
general rule to follow is that the optimal number of threads on a system should be equal to the number of virtual cores
present.

Vienna Ensemble Pro, like most other hosts today, offers multi-threading. This means that it runs instruments and plug-
ins in parallel using several different threads, which allows to utilize several cores on the system. Vienna Ensemble Pro
Server will generally perform best when running as few instances as possible. With the VST3 / AAX / MAS Server Interface
plug-in, this is possible to achieve by increasing the number of midi ports per instance (see below).

Using the AU or VST2 plugins, you might be required to run several instances to work around the 16-MIDI-channel
limitation of these standards (see Event Input Plug-in and Logic specific notes for workarounds).

If you are running a sequencer on the same machine as Vienna Ensemble Pro, you could lower the number of threads for
Vienna Ensemble Pro, to represent the estimated load of Vienna Ensemble Pro versus the load of your sequencer. In a
system with 8 virtual cores and an estimated even load between sequencer and Vienna Ensemble Pro, a good starting
point would be to set Vienna Ensemble Pro to 4 threads (if running a single instance).

When running more than one instance of Vienna Ensemble Pro, the number of threads per instance should be lowered
accordingly. Certain plugins, such as Native Instruments Kontakt, also offer the possibility of multithreading, which may
complicate things further.

If using Vienna Ensemble Pro to host such a multi-timbral plug-in exclusively in one instance, it might give better
performance to turn on multi-processing in Kontakt while keeping a low thread count (1-2) for Vienna Ensemble Pro.

Thread settings only affect Vienna Ensemble Pro processing threads. We use this many threads to process channels.
Simplified, using one channel only will mean only one thread is used to process that channel.
Plug-ins are then free to handle their threading internally in any way the see fit.

In the case of disk-streaming plug-ins, that could be separate threads for processing, several disk-streaming threads,
perhaps some convolution threads and so on.

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Vienna Ensemble Pro Server 23

External MIDI Preferences

You can also administrate your External MIDI ports in the Server Preferences, but at this point this is an experimental
feature, and it is strongly suggested to use the internal MIDI channels.

If you want to use Vienna Ensemble Pro on your master computer, you need to start the Vienna Ensemble Pro Server (32
bit or/and 64 bit) on the master computer.

Then connect Vienna Ensemble Pro to the Vienna Ensemble Pro instance that is displayed as “localhost” in the Vienna
Ensemble Pro Plug-in that appears after you insert Vienna Ensemble Pro as a plug-in in your sequencer.

All available Plug-ins are listed in the Plugins Section of the Server Preferences; on Windows systems, you may also set
your VST Settings here.

Some plug-in hosts may require a rescan/revalidation of the Vienna Ensemble Pro plug-in to apply any MIDI/audio port
changes.

' ATTENTION: It is essential to have the same Audio and MIDI preferences and the same version of Vienna
|

Ensemble Pro on all computers in your network!

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Vienna Ensemble Pro Server 24

Plug-in Management

In OS X, all installed AU and VST plug-ins are displayed here. In Windows, make sure that you have assigned the correct
VST plug-in path, so that Vienna Ensemble Pro can find all your plug-ins!

) Favorites Manager: The use of your Effects and Instruments is automatically counted and the most recently
used plug-ins will be displayed. You can also Add Favorites manually, and you can manage your favorites in the

plug-in browser directly.
) Available Plugins: Lists all scanned plug-ins. You can choose which ones to USE in Vienna Ensemble Pro.

) Individual Plug-in Scan: Right-clicking a selected plug-in lets you validate it separately.

Vienna MIR Pro Settings are only available if a license for MIR Pro is available. Please consult the MIR Pro manual for more
information.
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Vienna Ensemble Pro Plug-in

General Information (Stereo)

Vienna Ensemble Pro is a plug-in that communicates with the Vienna Ensemble Pro Server, be it on your master
computer or on your slave computer(s).

Instantiating Vienna Ensemble Pro as a plug-in in your sequencer opens this interface:

Click on Connect to see all available Slave Computers — IF you have started the Vienna Ensemble Pro Server on the given
computers!

' Each Vienna Ensemble Pro Plug-in can connect to one instance of Vienna Ensemble Pro, and of course you
[ |
can use multiple Vienna Ensemble Pro plug-ins to connect to multiple Vienna Ensemble Pro instances!
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Making Connections

In the following example, we have launched 1 64-bit Vienna Ensemble Pro Server with 10 preserved instances (Strings) on
the Master Computer (127.0.0.1, 64-bit, see below).

“192.168.1.18 (64 bit) Pauls-MBP” is a laptop computer.
“192.168.1.189 (64 bit) Paul i7" is the networked computer with one preserved instance.

A<Z lets you order all instances in a Vienna Ensemble Pro Server alphabetically, and the Server Architecture buttons show
whether you are connecting to a 32-bit or a 64-bit instance.

Select the Server INSTANCE you would like to connect to, and SERVER will display the IP Address and the name of the
selected Instance.

Click Connect or double-click the instance of your choice. The Vienna Ensemble Pro Plug-in will show which computer you
are connected to.
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Connection Options

If you click on ... <NEW>, a new instance of Vienna Ensemble Pro will be instantiated, instead of connecting to an existing
preserved instance.

These NEW instances are called “Untitled 1,2,3...” until you add an instance name.

With every new instance, you can preserve an instance with the LOCK icon (1) and enable/disable an instance with the
power button (2).

RAISE (3) brings the connected Vienna Ensemble Pro instance’s window to the front (snapped or unsnapped), and you can
name your instance with a double-click on the instance name.

Activating Decouple (4) prevents the saving or loading of the connected instance’s project data when the master host
saves or loads (the Vienna Ensemble Pro instance needs to be preserved first!).

This can speed up the workflow a lot when using 3rd party plug-ins like Native Instruments’ Kontakt. In other words:
Decoupled, the Vienna Ensemble Pro Server Interface only saves the connection information (the slave it is connected to
and, if applicable, the preserved instance).

Decouple All (5) overrides the DECOUPLE states for all Vienna Ensemble Pro plug-ins in the master host.

Coupled, the Vienna Ensemble Pro Server Interface saves the connection information AND the connected instance’s
project data. For more information, please refer to the chapter Preserve, Decouple, Connect and Disconnect — An
Overview.

Round-trip latency is displayed on the Vienna Ensemble Pro Plug-in in both samples and milliseconds, allowing for manual
latency compensation for hosts that are unable to perform dynamic latency compensation for instruments (such as Digital
Performer 7).

Please note that the displayed latency depends on multiple factors and is not just a reflection of the latency buffers
setting.

Additionally, you can set the Preferences per instance (Audio Outputs, MIDI Inputs, Audio Inputs).
Note that these Preferences are system wide settings that will not be saved with your project.
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Auto Raise Instance: When activated, each Vienna Ensemble Pro Instance will be raised when you open the Vienna
Ensemble Pro Plug-in.

) Right-clicking in the menu bar provides you with another context menu, providing scaling options and the

practical feature to Reconnect all instances in a project.
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Buffers of Latency Settings

In the Vienna Ensemble Pro Plug-in you will also find the Latency settings. This value ONLY affects the latency added over
network when you are playing live.

The Vienna Ensemble Pro Plug-in automatically compensates the latency in playback — even if you have set the Latency
to different settings for different instances of Vienna Ensemble Pro.

We have applied dynamic latency compensation to Vienna Ensemble Pro.

This means that your sequencer will automatically adapt to the chosen buffer settings of your Vienna Ensemble Pro
Server Interface plug-in.

Setting Latency to “none” will synchronize Vienna Ensemble Pro with your sound card, so that no latency is added — while
very good for recording percussive sounds, this also adds a lot of strain to the CPU.

Setting Latency to “1 buffer” will add one buffer to your sound card latency. If your sound card latency is, e.g., 256
Samples, your latency when playing live will be 512 samples.

Setting Latency to “2 buffers” will add 2 buffers to your sound card latency. If your sound card latency is, e.g., 256
Samples, your latency when playing live will be 768 samples.

And so forth ...

Generally speaking: The faster your CPU and the better your sound card, the more you can expect from your system!
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VE Pro Server Interface and ITU Surround Support

If you’d like to take advantage of the Full ITU Surround Support of Vienna Ensemble Pro, you can define the channel
configuration per Vienna Ensemble Pro instance.

Channel configuration is chosen by either:

A) Creating a new instance from a Vienna Ensemble Pro Plug-in. The channel configuration will be adapted from the
channel configuration of the plug-in — so make sure that you have inserted a Surround Vienna Ensemble Pro plug-in in
your sequencer.

B) Starting a new project from a disconnected preserved instance:
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A Vienna Ensemble Pro Surround plug-in is available in hosts which do not allow to set a plug-ins channel configuration
before the instantiation of the Plug-in (e.g., Cubase, where you insert Vienna Ensemble Pro as surround plug-in and
choose the channel configuration in the Server Interface, see below).

The Surround Configuration that the Vienna Ensemble Pro Surround plug-in should use can be set in its Instance
Preferences:

' ATTENTION: It is not possible to connect a Server Interface Plug-in to a Vienna Ensemble Pro instance with a
]

different channel configuration!
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Vienna Ensemble Pro Audio Input Plug-in
The Audio Input Plug-in is a stereo effect plug-in.

Assignable to a connected Vienna Ensemble Plug-in, it sends audio to one of the available stereo audio input buses in the
connected Vienna Ensemble Pro Server instance, where the audio can be processed. This makes Vienna Ensemble Pro a
great virtual FX rack on your slave computer as well, because all latency is automatically compensated!

Make sure that a connection to the Vienna Ensemble Pro Server already exists in your song!

Create a Vienna Ensemble Pro Audio Input plug-in as an FX plug-in in a stereo track in your sequencer:
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You will be asked to assign your Audio Input plug-in to an existing Server Interface:

Choose the audio channel you want to pipe your audio signal to the Vienna Ensemble Pro Server.

ATTENTION: In LOGIC, always insert a bypassed 1/0 Utility plug-in in any channel you are using Vienna Ensemble Pro
Input plug-ins AND the main Vienna Ensemble Pro Server Interface plug-in on. More information in the Logic specific
notes (page 36).
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Now, create a new input channel in the assigned Vienna Ensemble Pro instance (lower left corner):

Assign the corresponding input channel in the newly created Audio Input Channel in Vienna Ensemble Pro, and Audio will
be sent directly to your Input channel, where you can process it any way you like, without any latency issues.

The output routing in Vienna Ensemble Pro is just as flexible as with any other instrument.
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Cubase ASIO Guard

There was quite some change to the CUBASE threading model since Cubase 7. This causes issues with a variety of

plugins. Audio Input behaves very badly due to this change. For now, we do not recommend using Audio Input
Channels with Cubase 7 or Cubase 7.5.

In Cubase 8 and higher, you can deactivate ASIO GUARD 2 manually:

[Menu] > Devices > Plug-in Manager > VST Instruments > Vienna Ensemble Pro > Click “i” for Plug-in information >
Click to set ASIO Guard to Inactive.

Please perform this operation on ALL VEPro Instrument and Fx plugins. Audio Input plugins will work properly
thereafter.
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Vienna Ensemble Pro Event Input Plug-in

The Event Input Plug-in is inserted as a virtual instrument into your sequencer. You will most likely use it as a multi-timbral
virtual instrument (with multiple MIDI channels).

This additional plug-in is only useful if you are using Vienna Ensemble Pro 7 as a VST2 or AU Plug-in. You will not need it if
you are using VST3, AAX or MAS.

The Event Input plug-in serves two purposes for AU / VST2 users:

1) To add more MIDI input ports (1 Event Input plug-in adds 16 MIDI channels)
Assignable to a Vienna Ensemble Pro plug-in, it sends MIDI to one of the available MIDI input ports in the connected
Vienna Ensemble Pro Server instance, which circumvents the single MIDI port limitation of AU and VST.

2) In Logic: To use parameter automation when using Audio/Event Input plug-ins. More information in the Logic-
specific notes (page 55).

To create “additional MIDI ports” in, e.g., Logic, insert a “Vienna Ensemble Pro Event Input” plug-in in a newly created
(multi-timbral) software instrument.

This will open the Event Input Plug-in.

Assign the plug-in to a VE Pro instance.
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By choosing a MIDI INPUT, you open a new MIDI port with 16 MIDI channels that this MIDI Event Plug-in takes care of.

One of the available Event Input plug-ins can take care of the automation data you want to send/receive. You can choose
which one of the available Event Input Plug-ins will do the job.

In Logic, some additional steps have to be taken into account.

Input plug-ins never produce any audio output.

As soon as one or more Input plug-ins are assigned to a connected Server Interface plug-in, an extra buffer

of latency is added to the output of the Server Interface plug-in. Due to dynamic latency compensation, this

does not affect the playback latency!

Migrating from Vienna Ensemble
Upgrading from Vienna Ensemble to Vienna Ensemble Pro is now easier than ever!

Simply save your Vienna Ensemble projects (*.viframe files) and open them in Vienna Ensemble Pro. If you want to merge
projects, use the “Merge Project” feature in the “File” menu. It is advisable to check the assignments of outputs after
merging projects.

To save your projects with the new file extension *.vep32/64, click “Save as”.
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VIENNA ENSEMBLE PRO 7 OVERVIEW

64-bit and 32-bit support

Vienna Ensemble Pro supports hosting of 64-bit VSTi/AU plug-ins on a 64-bit server.

If you do not see your plug-ins, check if you are using the right version of Vienna Ensemble Pro.
On Windows, you may run Vienna Ensemble Pro 32-bit and 64-bit instances side by side.

This way you can host old “legacy” 32-bit plug-ins in a 32-bit Vienna Ensemble Pro, while hosting any other 64-bit capable
VST/AU instruments and effects in your 64-bit Vienna Ensemble Pro.

The most obvious advantage of 64-bit plug-ins when it comes to RAM-intensive applications is of course that with a 64-bit
OS you can utilize as much RAM as available.

File Formats and information display

Vienna Ensemble Project (*.vep)

You can save and open separate Vienna Ensemble Pro Projects using the icons in the task bar or by using the Instance
menu in Vienna Ensemble Pro.

) The saved files are called projects and are saved as *.vep32 and *.vep64 files, depending on the version (32/64
bit) of the Vienna Ensemble Pro Server. .vep stands for “Vienna Ensemble Project”.

A Vienna Ensemble Project (.vep) contains all information saved in a single Vienna Ensemble Pro instance!
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When loading a project (*.vep file), the file name will be displayed in [ ] in your Vienna Ensemble Pro Instance Window
Title (in this case: “DB_Under_Fire”):

Each Vienna Ensemble Pro Instance is represented by one tab, and the selected instance is highlighted with a small white
frame.

The Plug icon shows the connection state of an instance (pale = not connected, white = connected).

The Power button lets you enable and disable an instance.

The Lock icon shows the preserved state (open lock = not preserved, closed lock = preserved).

The Decouple icon shows the Decouple state (pale = coupled, white = decoupled).

You can also label an instance without switching to the preserved status.

If you preserve a newly created instance and name it, e.g., “Strings”, this instance name will be displayed in 3 locations.

1) The Vienna Ensemble Pro Server Instance Tab and 2) the Vienna Ensemble Pro Instance Window Title,

3) as well as the Vienna Ensemble Pro Server Interface plug-in in your sequencer:

If an instance is connected, it will of course NOT appear in the list of available instances anymore.

The Vienna Ensemble Pro Server will always display the connection status, the name of the instance, the name of the
master computer the Vienna Ensemble Pro Server is connected to (in this case it’s the same computer, localhost), and the
name of the loaded project (*.vep32/64).
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Vienna Ensemble Server Project (*.vesp)

Once you have set up your template with more than one instance of Vienna Ensemble Pro, you can save a Vienna
Ensemble Server Project. Use the File menu to save a Vienna Ensemble Server Project (*.vesp).

A Vienna Ensemble Server Project is a group of Vienna Ensemble Pro instances saved together. It contains the complete
information of all Vienna Ensemble Pro instances on the given Vienna Ensemble Pro Server.

Vienna Ensemble Server Project files will be called *.vesp32 or *.vesp64, depending on the version of the Vienna
Ensemble Pro Server (32/64 bit) you are using.

The name of the loaded Vienna Ensemble Server Project will be displayed in [ ] in the Vienna Ensemble Pro Server
Window Title.

OS X: Windows:

Startup / Log-in Items
On Windows, you can place your favorite default Vienna Ensemble Server Project in your startup folder.

On OS X, it’s the Login Items defined in your “Accounts”, so that all samples and settings will be loaded up when you come
back from your morning coffee!

Old file extensions *.viframe and *.mframe

Important information for users of Vienna Ensemble Pro 4/5:

> *.vep32/64 files will replace *.viframe files

> *.vesp32/64 files will replace *.mframe files

Of course you will be able to load your old files, and if you'd like to save them with the new file extensions, simply click
“Save as” to get the new extensions.
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NAVIGATION / THE MIXER

The Vienna Ensemble Pro GUI will open in the background of your sequencer or on your slave computer. Hover with your
mouse over each icon to see a description in the lower left corner (with the corresponding shortcut, if available)!

The Context Menu you get by right-clicking in the area to the right if the Instance Menu Bar lets you activate/deactivate
the visual main elements of each instance:

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Navigation / The Mixer 42

The taskbar in the upper left corner contains the following icons:

1)
2)
3)
4)
5)
6)
7)
8,9, 10)

11)
12)
13)

14)

15)
16)
17)
18)

19)

Enable/Disable Instance

Start/Stop Engine

Start/Stop Transport

New Project: Create a new project from scratch

Open Project: Open your saved projects: *.vep32 or *.vep64
Save Project: Save your projects as *vep32 or *.vep64 files
Preferences

Learn, Optimize, Reset — now you can optimize ALL Vienna Instruments instances of a whole Vienna Ensemble
Pro project at once!

Master Tuning: Changes the tuning of all inserted Vienna Instruments
Show Automation Mapping

MIDI Activity Focus: Will automatically switch to the channel that has been solo'd in your sequencer, or the
only channel that is receiving MIDI signals at any given time. This convenient feature works with 1 MIDI channel
only, by design.

Auto-Add MIR Pro will automatically add MIR Pro to each new channel (only visible if a MIR Pro license is
available).

MIRx Mode opens the MIRx Settings
Enable/Disable Keyboard Shortcuts
Unsnap/Snap Instance

Preserve disconnects your Vienna Ensemble Pro instance from your sequencer, keeping all the samples loaded
(see page 51 for more information)

Decouple/Couple Instance (see page 51 for more information)

In the lower left corner, you can add Vienna Instruments Pro (1) and Vienna Instruments (2) instances, virtual
instrument plug-ins (3, AU/VST), Insert channels (4), bus channels (5) and folders (6). You can delete selected channels
(7) and toggle the narrow channel strip view (8) with 3 different zoom stages for the left channel pane.

In the lower right corner, you will find some more information available for each connected instance.
Channel Configuration, Tempo (BPM), Plug-in Latency Compensation (in samples), CPU Meter.

Note: Plug-in Latency Compensation can be disabled in Preferences.
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Move channels in the Channel Pane or Mixer according to your preferences.

You can collapse single channels (in the mixer) and expand and collapse all channels by holding down SHIFT:

It is possible to undock the Mixer, the Channel Pane, Automation Mapping, the interfaces of all virtual instruments and
MIR Pro (if available) to use these windows in separate windows (or on a second screen).

To customize your mixer view, choose which mixer elements should be displayed in the lower left corner of the mixer:
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Folders
Organize your template by creating folders and subfolders.

To drag channels into a folder, select the channels you want to move and drag them into the upper part of the folder,
until you see a small gap at the end of the orange line that shows up, then drop the channels.

You can expand and minimize each folder by clicking the small arrow in the folder channel.

) You can now also enable and disable folders, and this feature is automatable, too!
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Each folder will create an extra line for orientation, which will be displayed in the colour of the folder.
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Enable / Disable Instances, Folders and Channels

Enabling and disabling Vienna Ensemble Pro instances and folders unloads all plug-ins and their allocated memory from
the selected channel(s), while keeping data intact.

As with individual channels, the power button will initiate unloading the sample content of the contained tracks, while
keeping the sample location stored. This way, you can free up your RAM and CPU while being able to reload all plug-ins
just like you left them.

You can also automate enabling/disabling instances, folders and channels with Vienna Ensemble Pro's Parameter
Automation, so you are able to load certain setups while your project is playing back.

A useful option to keep your templates small, as you can enable whole instances with just a few clicks!

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Navigation / The Mixer 47

Re-arranging Windows in an instance

To undock a window within an instance, double-click its title bar or click the small undock button in the upper right
corner. To dock an undocked window again, double-click its title bar.

To re-arrange a docked window (as shown below), simply click and drag its title bar over the main window.
Indicators will be displayed when you’re placing the window over a valid location on the main window.

The Instrument window offers the option to unsnap individual instruments.

The big “unsnap” button in that window lifts that particular instrument's user interface out of the shared area and makes
it a free floating window.
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Channel Options

Right-click on the channel you want to change, and you will get the following options:

Delete/duplicate channels

Save and insert Channel Sets from Disk (all settings and loaded samples on selected channels)
Copy and Insert Channel Set to/from cache (new in Vienna Ensemble Pro 7)

Enable/disable channels

Copy/paste Feature (specific channel settings)

You can copy and paste specific parameters of each channel.

Additionally, you can also define the name and color of selected channels.

All channel context options can also be found in the channel menu.
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Converting/Merging Projects

Converting a Vienna Ensemble Server Project (that contains original Vienna Instruments instances) to Vienna
Instruments Pro is possible as well. This option is available in the “Instance” menu:

Merging existing projects (of course also from older Vienna Ensemble templates) is a possibility on the Instance Level.
You can also convert a project to a different channel configuration.

This is a very useful option to convert a stereo project to any surround configuration: Simply load your project using this
conversion option.
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We have also added the option to set a pan law (both a default setting and a per project setting), which applies to all
included panning plug-ins. And now you can also set threads preferences per project:
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PRESERVE, DECOUPLE, CONNECT AND DISCONNECT
— AN OVERVIEW

Preserve

As soon as you connect a Vienna Ensemble Pro instance over network or as a localhost with your sequencer, the Preserve
feature becomes available: Clicking on the Preserve icon will keep all samples loaded in this Vienna Ensemble Pro instance
—and you can switch to another song or even to another sequencer without having to reload your samples!

For better overview, you should label your preserved Vienna Ensemble Pro instances:

The Preserve lock icon will switch to LOCKED to indicate the preserved status.

' In short: Preserve makes your Vienna Ensemble Pro instance behave like a stand-alone software, although it

]
is still communicating with your sequencer:

All data of the given instance are saved with your sequencer project.
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The name of the preserved Vienna Ensemble Pro instance will show up in the Vienna Ensemble Pro Plug-in in your
sequencer and as part of the name shown in the Vienna Ensemble Pro Server window for as long as the Vienna Ensemble
Pro instance stays preserved, so that you can easily identify it.

As you can see, the preserved instance “Strings” is still CONNECTED with the song in your sequencer.

As soon as you close your song or manually disconnect, the preserved instance will be disconnected (the plug icon in the
Vienna Ensemble Pro Server window will be pale white):

Now you can switch between songs without reloading your template and you can connect to the preserved instance (via
the Vienna Ensemble Pro Plug-in) and start your work on a new song.

IMPORTANT: Keep the names of your preserved instances consistent — your songs will identify preserved Vienna
Ensemble Pro instances by their preserved names. If Song #1 uses “Strings” and you want to connect Song #2 with the
preserved “Strings” instance as well, this information will be saved with the song — IF the “Strings” instance is preserved at
the time of saving the song. So you have to save the name of the preserved instance with your song in order to
automatically connect to it later on.

In other words: Make sure that you save your songs with the correctly labeled preserved instances. If this information is
missing, your song will automatically open a new instance containing the same settings as your already preserved
instance, which might lead to confusion.

Try this example yourself: After you have preserved the “Strings” instance and saved your Song #1 and Song #2 with
Preserve Instance, you can load either Song #1 or Song #2, it will automatically connect to your preserved “Strings”
instance.

The name “Strings” is the only indicator that the loaded setup is correct. For safety, your sequencer has also saved all
information of the loaded instance, and when connecting to another Vienna Ensemble Pro instance, this data can be
loaded or discarded in this instance with the load/discard plugin data button.
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If you have changed any settings in your template or if you are not sure, please click Load plugin data. Your sequencer will
“push” the data to your Vienna Ensemble Pro.

If you are sure that your preserved instance contains the settings you need, you can Discard plugin data. The arrow will
stop blinking after a little while, but the load/discard data option will stay available. You can define a general preference

on how Vienna Ensemble Pro handles incoming project data in the Vienna Ensemble Pro Server General Preferences (page
20).

To un-preserve a Vienna Ensemble Pro instance, click on the activated Preserve lock icon. Your Vienna Ensemble Pro
instance will now close when you close your song.

Summary:

Keep the naming convention consistent when working with preserved instances. This will avoid opening additional Vienna
Ensemble Pro instances when switching between songs.

Your sequencer saves all project information including the names of your preserved Vienna Ensemble Pro instances — if
you are not sure that your preserved instance contains all the right settings for your song, choose “load plugin data” after
you connect to a preserved instance. Better safe than sorry.

If this is a new approach for you, give it a test run with a simple setup (Song#1, Song #2) to find out more.
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Decouple

This option can be found in each Vienna Ensemble Pro Plug-in, so it can be applied to each Vienna Ensemble Pro instance
individually. The Vienna Ensemble Pro Plug-in manages the connection between your sequencer and the given Vienna
Ensemble Pro instance.

Decouple takes your preserved Vienna Ensemble Pro instance one essential step further than Preserve: Now your
sequencer does NOT save the information contained in your Vienna Ensemble Pro project anymore, which allows faster
saving and loading times with some 3rd party plug-ins, especially with heavy RAM usage.

Decouple ALL overrides the DECOUPLE buttons for all Vienna Ensemble Pro plug-ins in the respective Vienna Ensemble
Pro Server.

If saving your song does not take long or auto-save does not block your workflow, you will not need to use DECOUPLE.

' Don’t forget to deactivate DECOUPLE before you save your song. This way all Vienna Ensemble Pro
]

information is stored in your sequencer project as a backup.

Another option for the professionals (if you’d like to keep DECOUPLE activated) is to save your Vienna Ensemble Pro
instances as Vienna Ensemble Projects (*.vep32/64) or Vienna Ensemble Server Projects (*.vesp32/64) before closing
your song in the sequencer; otherwise, there is no way to recall the loaded instruments.

This is also a good option to back up your templates:
* vep files contain the data of ONE Vienna Ensemble Pro instance/project (=> Instance menu).

* vesp files contain the data of all instances saved in a Vienna Ensemble Pro SERVER (=> File menu).
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IMPORTANT NOTES FOR LOGIC USERS

' This chapter applies to LOGIC in combination with Audio/Event Input Plug-ins

Logic’s “Live” mode

For proper functionality when using the Audio/Event Input plug-ins in Logic, both the channel that has the main
Vienna Ensemble Pro Plug-in and the channels that have an Audio/Event Input Plug-in must be forced into Logic’s
,Live”“ mode.

How to force a Logic stereo channel into “Live” mode:

> Add an insert effect: Utility => I/O
> Enable its output
> Bypass it

' NOTE: Logic channels that are in “Live” mode as well as the channels connected to them will run their

|
processing tasks on a single CPU core.
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Automation in Logic

If you are using Parameter Automation in Logic: Preferences -> Audio -> General -> “Sample Accurate Automation”
needs to be set to “Off” or glitches will occur:
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MULTIPLE MIDI PORTS IN LOGIC PRO X -
A DIFFERENT APPROACH

By using the possibilities of the Logic Environment, we found a way to provide you with multiple MIDI input ports per
instance, as well as the ability to automate parameters from the Vienna Ensemble Pro Plug-in without using the

Event Input plug-in.

This system avoids “Live” mode and the automation workarounds mentioned above, provided no Audio Input plug-ins
are used.

' The Multiport Template works best in Logic Pro X 10.1 or higher, as in this version an internal buffer in Logic

|
Pro X was multiplied, reducing the risk of dropped or hanging notes to a minimum.

Setup

Download the file Vienna Ensemble Pro Multiport Templates for Logic Pro X and unzip it.

You will find 3 Logic Songs:

VE Pro 5 Multiport 1x16 Ports Logic Pro X => 1 VE Pro instance with 16 MIDI ports

VE Pro 5 Multiport 2x48 Ports Logic Pro X => 2 VE Pro instances, each with 48 MIDI ports
VE Pro 5 Multiport 6x16 Ports Logic Pro X => 6 VE Pro instances, each with 16 MIDI ports

Launch the 64 bit Vienna Ensemble Pro SERVER and make sure that you have enabled the appropriate number of MIDI
ports in the Vienna Ensemble Pro Server Preferences (you will need 48 Ports per instance for the 2x48 Ports

Template).
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Launch Logic Pro X and load one of the extracted songs.

Make sure that each VE Pro MAIN instance is connected to the correct Vienna Ensemble Pro SERVER(S).

For a better overview we used the Track Stacks feature in Logic Pro X.
Each Track Stack contains 16 MIDI channels for each MIDI port.

You can now also PRESERVE the selected instance!
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In Vienna Ensemble Pro, insert the instrument plug-ins of your choice.

Assign the appropriate MIDI PORT and MIDI channel to each instrument.

If you insert MONO-TIMBRAL instruments (like Vienna Instruments), choose 1 as default MIDI channel in your Vienna
Ensemble Pro Instances Preferences. You will get incremented MIDI channels.

If you are using MULTI-TIMBRAL instruments like KONTAKT, choose OMNI as default MIDI channel in your Vienna
Ensemble Pro Instances Preferences.

To take advantage of the multiple ports available with the Multiport Template, you can now merge multiple VE Pro
instances to one instance. See Merging existing VE Pro instances.
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Parameter Automation in the Multiport Template

Automation can be done from the main Server Interface plug-in channel with this approach, provided that you have
no Audio/Event Input plug-ins assigned to it.

Press ,A“ on your computer keyboard to display the Automation parameters and select the parameters from the
Parameter Automation menu. Also check Parameter Automation.
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IMPORTANT NOTES FOR DIGITAL PERFORMER
USERS

Multiple MIDI ports with MAS Plug-ins

Your newly installed Vienna Ensemble Pro MAS plug-in enables you to utilize mutiple MIDI ports with each instance of
Vienna Ensemble Pro.

1) Assign multiple MIDI ports in the Vienna Ensemble Pro Server Preferences:

2) Choose Project > Add Track > Instrument with Options:
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3) Choose the configuration you need from the MAS plug-in list:

4) Connect to the VE Pro Server of your choice:
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5) Add more MIDI Tracks, if you like, and assign any MIDI channel from the available Vienna Ensemble Pro MAS MIDI ports
and MIDI channels. Do the same in Vienna Ensemble Pro.
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Quick Guide — Migration to MAS

To migrate from existing AU/VST Digital Performer projects to MAS projects, uncheck the AU and VST items in the plug-ins
list you find in the Digital Performer Preferences > General > Audio Plug-ins:

— Vienna Ensemble Pro

— Vienna Ensemble Pro Audio Input

— Vienna Ensemble Pro Surround

Click Done and all Vienna Ensemble Pro AU/VST Server Interface plug-ins will automatically be replaced with the MAS
plug-in version.

' To take advantage of the multiple ports available with MAS, you can now merge multiple VE Pro instances
|

to one instance. See

Working with Audio Input / Event Input plug-ins

Bouncing (offline rendering) does not work when using Audio Unit Event Input or Audio Input plug-ins, but Freezing (real-
time rendering) works fine. As a workaround for straight bouncing it is possible to freeze first and then bounce the
resulting frozen tracks.

' IMPORTANT: This only applies when using the Audio/Event Input plug-ins in Digital Performer. For regular
[ ]
operation, Vienna Ensemble Pro 7 works as expected, especially when using it as a MAS plug-in with Digital

Performer 8 or higher.
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MERGING EXISTING VE PRO PROJECTS (*.VEP
FILES).

To accelerate the creation of your new templates with the Multiport Template for Logic Pro X and with the new MAS
version for Digital Performer, you can use the MERGE function in Vienna Ensemble Pro’s FILE menu.

Merge any existing project and choose from the available import options:

After you have merged your projects, please assign the appropriate MIDI ports and MIDI channels as well as the Output
configuration.
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VIENNA ENSEMBLE PRO 7 AND SIBELIUS

For Sibelius users it is now possible to have all loaded instruments in one Vienna Ensemble Pro instance, even if more than
16 instruments and different sound sets are used in one Sibelius playback configuration.

Any additional Vienna Ensemble instances that
might have been needed previously, can now
be substituted with the Vienna Ensemble Pro
Event Input Plug-in, which delivers up to 31
additional MIDI ports with 16 channels each.

All instruments are routed to the same Vienna
Ensemble Pro instance now. MIDI ports have to
be set up in Vienna Ensemble Pro for every
instrument, which was not necessary for
Sibelius users previously, as there simply was
only one available port. Sound sets and the
settings on the Manual Sound Sets page have
to be configured in the same way as before.

For further details on how to set up Sibelius and Vienna Ensemble (Pro), please refer to the manual “Optimizing Sibelius
Playback”, which can be downloaded from MyVSL.
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CHANNEL OVERVIEW

MIDI Ports, MIDI Channels, Transposition and Key Ranges

Each Vienna Ensemble Pro instance offers up to 48 MIDI ports with 16 MIDI channels each (= 768 MIDI channels) and a
virtually unlimited number of audio ports. You can set the number of ports in the Server Preferences of each instance.

The channel selector also allows you to choose omni to receive on all 16 channels (for multi-timbral instruments such as
Kontakt, Omnisphere or Stylus), or none to temporarily disable MIDI input on that port. If you’re running Vienna Ensemble
Pro as a plug-in, a dedicated Plug-in MIDI In port will be offered for every Instrument. Used as a VST 3/AAX/MAS plugin, up
to 48 ports are available within Cubase, Nuendo, Pro Tools, Sonar and Digital Performer.

You can also select external MIDI Inputs when using Vienna Ensemble Pro as a plug-in.

Assign 2 key ranges for each virtual instrument, which allows you to create, e.g, full string sections with your desired

articulations (even Performance Legatos) — simply assign the same MIDI channel to all of them and “stack” their keyboard
ranges. E.g., you could let the double basses play from BO to B1, cellos from C2 to B2, violas from C3 to B3, and the violins
from C4 to their highest note — just try out what you can do and what makes sense ... You can also let the ranges overlap.

TIP for all Vienna Instruments users: Define the second key range for all layered instruments in the same
keyboard area. Then set the keyswitches for all instruments to the same keyswitches within this second key
range. This way you can use the same keyswitches to switch between different articulations for all layered
instruments.

MIDI port and MIDI channel of each instrument channel are displayed both on top of each channel in the mixer and on
the Channel Pane. You can also change the settings here.
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Inputs / Virtual Instruments

The new unified channel mode now also shows each plug-in on top of each channel, and you can assign any inputs as you
like.

You can now also drag or copy inputs from one channel to another.

) The comfortable Search Feature lets you find the plug-in you are looking for in a heartbeat.

) Manage your Favorites from within the Plug-in Browser. The heart icons that appear when you hover over an
instrument name will let you add the selected plug-in to your Favorites (and of course you can also remove it

with a click).
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FX Plug-in and Sends

You can assign FX plug-ins to every channel, and you have flexible routing possibilities with assignable sends. Simply click
in the FX and Send Rows in the mixer.

Our new integrated FX also come with dedicated Mini-GUIs for selected FX plug-ins, visible in the FX slots.

) The comfortable Search Feature lets you find the plug-in you are looking for in a heartbeat.

) Manage your Favorites from within the Plug-in Browser. The heart icons that appear when you hover over an
instrument name will let you add the selected plug-in to your Favorites (and of course you can also remove it

with a click).

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Channel Overview 70

Post Inserts
The default stereo power-pan has been transformed into a “post insert” plug-in rack.

All plug-ins in this post insert rack are processed after the pre-fader sends, and of course you can make use of our
surround plug-ins.

Right-click the slot to replace the inserted plug-in (see above).
Double-click the slot to open the Plug-in GUI for more exact placement.
You can also drag additional plug-ins into this effect rack.

Bypass the plug-in with the power button that appears when you click on the slot.
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Stereo Power panning

Vienna Ensemble Pro offers two different pan modes: Normal balance, where the volume of the “weaker” channel is
lowered correspondingly, and power panning, where you don’t lose any stereo information but can narrow or even
collapse a channel’s stereo signal as desired by dragging the left and right handles.

Clicking in the space between the handles or dragging the center dot in the graphic view allows you to move the channel’s
stereo center.

A right-click takes you to the context menu of this “Post FX Rack”. This way you can choose to insert quite some features
of MIR Pro (a valid license provided) or alternative FX. More about these options can be found in the MIR Pro User
Manual.

Outputs

The output assignment offers flexible routing possibilities including all busses — you can assign each channel either to a
bus or a hardware output, so that you can set up your mixing console to fit your needs; e.g., you could assign all string
instruments to Bus #1, all drums to Bus #2, etc. Of course, changes made in a Bus channel will affect all channels attached
toit.
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Channel Grouping

Create new groups by clicking in the GROUP field of any active channel. You can also access the Group Settings right here.

Channel Grouping allows the assignment of channels to a group, with per-group settings of channel parameters linking.
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Edit Selected Channels as a Group

We have decided to replace the previous concept of Selection Groups with the more powerful and elegant Channel
Grouping described before, but you still have a convenient workflow option:

Activate the option to Automatically edit selected channels as a selection group in the Vienna Ensemble Pro SERVER
Preferences (see above): When activated, selected channels and MIR Pro plug-ins will behave like groups, without the
need to hold “Alt”.

Use “Alt” to edit a single track while all other tracks stay selected. Normal behavior can be achieved by holding the Alt key,
so that it effectively reverses the functionality of the Alt modifier for grouping.
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PARAMETER AUTOMATION

All parameters in Vienna Ensemble Pro 7 and its hosted plug-ins are automatable from the master host (512 mappable
parameters available), including touch automation. MIDI CC control is also possible.

) The Automation Mapping Window is now available as a dockable window, like Mixer, Instrument, Channel
Pane and MIR PRO.

Choose the corresponding parameter in your sequencer and choose from the available automation modes (Read / Latch /
Touch / Write).
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) Both parameter name and values will be shown correctly in your sequencer, if supported.

Add a new entry and choose the automation parameter or automation MIDI CC.

You can add an automation source and destination by choosing from a list, or use the “Learn” [L] buttons to assign any
controller in your plug-ins or channels. Clear clears all automation mapping entries.

Attention: Some Instruments like Vienna Instruments / Pro,
Vienna Synchron Player and Spectrasonics plug-ins only
respond to CC automation in general, so that no dedicated
parameters can be assigned and used for this kind of
automation.

Shortcuts:

Hold Alt and drag the entry to another entry: assignment
copied

Hold Alt-Shift and drag the entry to another entry:
assignment copied, CC incremented

Hold Alt-Cmd (Win: Alt-Ctrl) and drag the entry to another
entry: assignment copied, Channel incremented

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Multi-timbral plug-ins in Vienna Ensemble Pro 76

MULTI-TIMBRAL PLUG-INS IN VIENNA ENSEMBLE
PRO

If you are using multi-timbral plug-ins like Vienna Instruments Pro, Omnisphere or Kontakt, you can conveniently add the
available outputs of these plug-ins as dedicated input channels with the “+/-" Buttons below the volume fader of the
instrument track.

In this way you can send the audio signal back to your sequencer on a separate channel for additional mixing.

Remember to assign the appropriate outputs WITHIN your multi-timbral plug-in as well.

Output routing of these additional Audio Input channels is as flexible as any other channel!
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INTEGRATED FX PLUG-INS

Mouse-Over Descriptions

If you hover over an element of the plug-in suite with your mouse, you will see a short explanation and practical tips in the
lower left corner, so that you can start exploring these plug-ins right away.

Full Preset Names will also be displayed here when you hover over a preset name in the Preset Browser.

Operational Features

All plug-ins share some operational features. Here’s a description of these common controls:

<Ctrl> + Click (Windows), <Command/Apple> + Click (OS X) resets the selected control to its default value.
Pressing <Shift> while dragging a control increases its resolution for fine-tuning adjustments.

Double-clicking on a control allows you to enter a numerical value using the computer keyboard.

' Plug-ins are only guaranteed to work at a host sampling rate of 44,100 Hz and higher. If the rate is set to,

[ |
e.g., 22,050 or 33,000 Hz, plug-ins may perform improperly or in a limited way.

Preset Management

The Factory Presets option lets you select one of the pre-configured settings for the plug-in, many of which are specifically
adapted for Vienna Instruments (especially in Equalizer Pro and Compressor Pro).

You can Load and Save your User Presets on your computer and exchange them with other users of Vienna Suite. Make
sure to back up your custom user presets regularly — you don’t want to lose them ...

The default path for the Preset Folder is:

Windows 7/8/10:
C:/Users/[YourName]/AppData/Roaming/VSL/[PluginName]/Presets
[YourName] is the name you’re logged in with at the computer.

macOS: [Macintosh HD]/Users/[YourName]/Library/Application Support/VSL/[PluginName]/Presets
[Macintosh HD] is the name of the harddisk the operating system is installed on.

Please note that on Macs the User Library folder is hidden by default. You may un-hide it by using the Finder menu
command View>Show View Options, selecting the option “Show Library Folder”.
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Toggle Bypass (A): Bypasses plug-in.

A/B (B): Provides quick-store of settings, to compare
two different settings comfortably.

Copy State Button (C): Copies current state to the
inactive A/B state.

Arrows (D): Use the arrows above the browser to
step through the presets.

Folder Button: Opens the Preset Browser.

Factory Presets: Display all available Factory Presets
in the browser window below.

User Presets (F): Manage your customized presets.
Click the folder icon to create a new folder. The disk
icon will save your preset.

Right-click presets: Lets you assign the selected
preset as the default (startup) preset. With user
presets, you can also choose to delete or overwrite
the preset.

TIP: Some of the factory preset names are longer
than the Preset Browser can display. Hover over the
preset name with your mouse to see the full name in
the lower left corner of the plug-in interface!

Output Section

Output Meter (E): Shows the levels of all output channels.
Clicking on the numerical peak displays above the meters resets the peak values.
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Output Gain (E): The white level markers work as sliders and let you adjust the volume of the processed signal for each

channel individually.
<Alt> + drag adjusts all sliders.

<Ctrl> + click resets the level.

Show / Hide Meters (H) switches output meter visibility to gain more space for the main processing elements.

You can SOLO channels separately by clicking on the channel names below the meters (G). Solo channels will be displayed

in red.
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Scaling Options

Click on the plug-in name to scale the size of each plug-in window and set the current state as default for the selected
plug-in 25% steps from 75% to 200%. Different scale settings scale all elements of a plug-in.

Additionally, you can always resize the window with the mouse by dragging the borders of a plug-in. You can also Reset
size and access the “About” details here.

Group Section (for selected plug-ins)

Assign your available channels to different
groups for separate processing options.

In Analyzer Pro, Equalizer Pro and
Compressor Pro you can process up to 8
individual channels or groups separately in
one plug-in.

With Limiter Pro and Multiband Pro, several
channels of a multi-channel signal may be
grouped for linked processing, with up to 8
possible groups!
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Analyzer Pro

Always convenient: This spectrum analyzer comes with a fast and accurate display that lets
you zoom right into the frequency spectrum and a note display that locates the loudest
sounding frequency in your input signal. It supplies two different modes: an analog constant-q
mode with 120 frequency bands, and a powerful digital FFT analyzer.

Group section

Analyzer Pro offers 8 groups. Each group represents an analyzer graph, and any of the 8
groups may be displayed at any time (also simultaneously) by clicking the colored group
number to the left of the group matrix.

By default, all channels are assigned to Group 1, and only this group is displayed.

By assigning different channels to different groups, you can visualize each channel

individually. Each channel pair (L/R, Ls/Rs etc.) also offers an M/S encoding button, which allows for analysis of Mid and

Side channels.

MODE: Analog Mode

Frequency Display: Shows the frequency range. Click-drag to zoom in, right-click to reset zoom.

PRECISION: Filter Quality Factor. Sets the steepness of the analyzed filter bands. Increasing precision will yield a more

accurate readout of frequencies, but also a slower response time.
REFERENCE: Analog Analyzer Reference Pitch.
STYLE: Drawing Style. Select how the frequency spectrum should be displayed; choose between Bars and Graph.

NOTE: When active, the note value of the loudest frequency is shown in the frequency display.
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MODE: Digital Mode

Frequency Display: Shows the frequency range. Click-drag to zoom in, right-click to reset zoom.

SIZE: Sets the FFT window size. Larger window sizes will give more accurate readings for bass frequencies, but will slow
down the analyzer’s update rate.

OVERLAP: Sets the FFT window overlap. A higher overlap will help to increase the update rate for larger window sizes, but
can increase CPU usage.

TYPE: Sets the FFT window type. The default option (Hann) is optimal for most musical analysis. Background information:
https://en.wikipedia.org/wiki/Window function

WEIGHTING: Spectral Weighting Filter. A, B and C curves are
available to simulate human hearing (see diagram to the
right). The default option is OFF.

SLOPE: Spectral Slope. Settings: 0 db, 1.5 dB, 3 dB, 4.5dB, 6
dB. The default option (3 dB) will display pink noise as flat,
while the 0 dB option will display white noise as flat.

HOLD: Holds the peaks of all frequency bands.

FALLOFF: Choose between Linear and Newton (which
emulates the gravity on this planet).

ATT: Sets the attack time of the analyzer (0—-1000 ms).

REL: Sets the release time of the analyzer (0-1000 ms).
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Compressor Pro

Compressor Pro lowers the level of the input when it exceeds the threshold. The amount of attenuation is determined by
the Attenuation / Ratio and input level. When the input level goes above the threshold, attenuation is added gradually to
reduce distortion.

The compressor’s attack time determines how fast the compression is applied — this way you can sculpture the attack of
your instruments, making them softer or more aggressive.

The release time determines the time it takes the compressor to decrease the applied gain reduction. Depending on the
length of the release time you can minimize the “sonic body” of an instrument in comparison to the attack sound, or you
can apply extremely short release times to emphasize it.

Usually, the incoming signal is identical with the input to the gain reduction stage. Compressor Pro can shape the
controlling signal (aka “Sidechain”) to allow for even more musical compression modes. You may combine external
sidechain (VST3, AU, AAX formats only) with any available input channel to form your sidechain input for a particular
group.

We have included Factory Presets for many instruments contained in the wide array of Vienna Instruments Collections,
making it very comfortable to start your mixing session.

The Instrument Presets have been converted from the original Vienna Suite Instrument Presets.

Group section

Compressor Pro offers 8 control groups. By assigning a channel to a control group,
Compressor Pro will only use the sidechain inputs selected for that particular group when
applying compression.

This way, you can create very advanced setups to shape any surround signal.

In order to set up stereo M/S processing for Compressor Pro, enable the [M/S] button for
L/R channels, and then use a different group for each channel. Compressor settings can
thus be entirely separated for M/S channels.
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THRESH: The level above which the signal is reduced. A low threshold means that a larger portion of the signal will be
processed.
CONTROLS Window

RATIO: Determines the input/output ratio for signals above the threshold. For example, a 3:1 ratio means that a signal
overshooting the threshold by 3 dB will leave the compressor 1 dB above the threshold. Range: 1:1 to 20:1.

FAT: Activates a process which makes the signal sound “thicker”, similar to tape compression. When FAT mode is on,
the sound is hard-clipped at 0 dB. With a certain configuration (when the signal may exceed 0 dB), this may cause
distortion in the attack segment. In this case, please switch off make-up gain or turn off FAT mode.

ATTACK: Sets the time the compressor needs to increase gain reduction to reach the level determined by ratio
(0.2-500 ms).

RELEASE: The ‘release phase’ is the period when the compressor decreases gain reduction to the level determined by
threshold and ratio (or to zero, once the level has fallen below the threshold). Values: 10-5000 ms.

OPTO: Activates optical release simulation, resulting in a more “breathing” sound. Compared with the same settings
without Opto Mode, a little less compression will be applied to the signal.
SIDECHAIN Window

The sidechain works exclusively with the internal sidechain filter.
Sidechain settings only affect the compressor’s controls, NOT the signal itself!

In other words: sidechain input is used to calculate the gain curve applied to the signal.
SOLO: Solos the sidechain signal.

LOW CUT FILTER (A): Use low cut (120 Hz at 12 dB/oct) when the signal starts to “pump” due to high energy in the
lower frequencies.

HIGH CUT FILTER (B): Use high cut (4 kHz at 12 dB/oct) when the signal's attacks begin to sound lifeless and flat,
especially when using fast attack times.

HIGH SHELF FILTER (C): Use high shelf (+6dB at 4 kHz) when you want to get rid of excessive high-frequency-content,
e.g., voices with strong “sss” and “shhhh” sounds.

SIDECHAIN INPUT selection: Choose the sidechain input from any available channel.

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Integrated FX Plug-ins 84

ATTENUATION GRAPH Display: Shows the input and output signals in real-time.
I: Show input graph.
O: Show output graph.
S: Show sidechain graph.
A: Show attenuation graph.
GAIN SLIDER: Determines the signal’s output volume.

MAKEUP: Automatically compensates for gain loss in the compressed signal based on the current threshold, ratio and
attack settings.
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Equalizer Pro

Equalizer Pro operates like a standard EQ filter, but it is powered by highly sophisticated 64-bit processing algorithms. The
filter response display provides comprehensive control and visual feedback of the EQ curve being applied.
Eight fully parametric bands of EQ are completed with an integrated 120 band spectrum analyzer.

Group section

The group section inside the Equalizer Pro plug-in allows for powerful linking of channels.
Each channel is assigned to one of the 8 groups (or none, to bypass the channel). Clicking on
a group number brings up the settings for this group in the main window.

M/S processing is available for each channel pair (L/R, Ls/Rs etc.). Activating the M/S button
for a channel pair M/S-encodes the channels before processing, and M/S-decodes the
channels after processing, enabling individual equalization of Mid/Side channels.

We have included Factory Presets for many instruments contained in the wide array of
Vienna Instruments Collections, making it very comfortable to start your mixing session.
These Instrument Presets were converted from the original Vienna Suite Instrument Presets.

The Factory Presets are subdivided in so-called “Resonance Menu” Presets and “Character”
Presets.

In the Resonance Menus, up to 5 frequencies were localized for the respective
instrument/ensemble which could be problematic in the mix. Simply activate the desired EQ
filter band’s preset parameters by clicking on it; now you can determine whether the
disturbing resonances of this instrument get filtered out.

Also try combinations of several bands, and reduce or increase the attenuation as needed. The idea is to get a better
placement of the original, pure sound of the Vienna Instruments in a complex mix without larger adjustments.

Character Presets carve out an instrument’s or ensemble’s manifold sound possibilities. Here, the pure sound of a Vienna
Instrument is deliberately altered in different directions. These Presets multiply the sounds of your Vienna Instruments
Collection — a true fountain of inspiration!

Filter Response Display: Shows the response curve and frequency analysis for the current settings. The (horizontal)
frequency range is from 20 Hz to 20 KHz, the (vertical) amplitude scale is in dB, adjustable between 6 and 36 dB.

A right-click in the Filter Response Display lets you copy, paste and reset a group from the context menu.

Show / Hide Keyboard (A):

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Integrated FX Plug-ins 86

e Click-drag the keyboard to locate frequencies using a sine tone. Drag the mouse up/down to adjust the volume
of the tone. Hold <Shift> to disable quantizing to keyboard frequencies.

e Click-drag an equalizer node on the keyboard to play back a sine tone while simultaneously adjusting the
frequency of this node. Hold <Shift> to disable quantizing to keyboard frequencies.

e Double-click a keyboard equalizer node to pull out this frequency (creates a -6dB peak filter with Q=15 at this
frequency).

e If HOLD is activated for the Analyzer, the volume of the keyboard will be adapted to the hold curve’s level of the
current frequency.

Show / Hide Analyzer (B): Enable/disable a 120 band spectrum analyzer for the selected group. The analyzer only draws
CPU cycles while the GUI is shown.

Show / Hide Analyzer Settings (C): Adjust the settings in the display.
SOURCE: Choose between Input and Output signal to be displayed (pre/post EQ).
HOLD: Holds the peaks of all frequency bands.
MIN: Real-time Analyzer minimum level (-180 dB to 20 dB)
MAX: Real-time Analyzer maximum level (-180 dB to 20 dB)
ATTACK: Sets the attack time of the analyzer (0—1000 ms).
RELEASE: Sets the release time of the analyzer (0-1000 ms).
4x OS (D): Enable 4 times oversampling mode for the equalizer process.

dB Scale (E): Lets you specify the vertical scale (dB) of the filter response display in 6 dB steps (6, 12, 18, 24, 30, 36 dB). By
dragging an equalizer node outside the range of the current scale, the scale will adjust automatically.

Reference Pitch (F): Sets the A4 reference frequency for keyboard and analyzer.

EQ Filter Bands (G): The eight bands of the EQ that can be independently enabled and programmed. Numbers and colours
of the EQ Filters correspond to numbers and colours of the filter handles in the Filter Response Display. Click the coloured
filter band buttons to enable/disable the corresponding filter.

Available Filter types: Peak, High Shelf, Low Shelf, High Cut, Low Cut, Notch, and Bandpass.

Gain (H): Adjusts the peak gain of the corresponding filter in a range from —36 dB to +36 dB. In place of gain, High/Low
Cut, Notch and Bandpass filters offer 6 filter slopes (6, 12, 24, 36, 48, 60 dB/oct).

Frequency (l): Sets the center frequency.
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Quality(J): Adjusts the filter width of the corresponding filter band from 0.05 to 20. Use the Mousewheel to adjust the Q
setting for the currently selected filter(s).

Filter handle (K): Drag this handle to graphically adjust the filter’s boost/cut and/or frequency. When adjusting the filter
handle, <Shift> increases precision, while <Alt> locks the frequency. <Cmd> / <Ctrl> -clicking a handle resets the band to
the default settings. Holding <Shift> or using the lasso also lets you select multiple filter handles.

Solo mode: <Cmd>+<Alt>+drag on a filter handle to enter solo mode, which allows you to find your problem frequencies
with higher accuracy. Dragging up/down will increase the level of the solo’ed band.

Composite Curve: Shows the overall response curve of the current settings in the Filter Response Display. The active
group’s curve is displayed in white. Other groups (with active channel assignments) will be displayed in the background, in
their respective colors. You can double-click a filter curve of other groups in the background to switch to other groups
immediately.

Individual Filter Curve: Each individual filter’s response curve is displayed in the filter’s color when selected.

Exciter Pro

If you are looking for that “glowing” sound, Exciter Pro will create higher order harmonics from the fundamental
frequency signals present in the recording which do just that. Processed with 4 x oversampling and unique distortion
algorithms to completely eliminate aliasing, the result can be monitored with a high frequency FFT spectrum analyzer.

DRIVE: Sets the distortion level of the harmonics added by Exciter Pro.

FREQUENCY: Adjust the cutoff frequency for Exciter Pro to take effect. The signal part below the chosen cutoff frequency
will not be altered.

COLOR: Changes the musical coloration of the signal between even and odd harmonics. Setting the slide to 100% will only
add odd harmonics, whereas 0% will only add even harmonics to your signal.

AMOUNT: Adjusts the mix between the unprocessed signal and the generated harmonics/overtones. This acts like a
“send” channel: 0% equals the original signal, 100% adds the maximum of the processed signal.
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Limiter Pro

Vienna Suite Limiter Pro maximizes the apparent volume within the available dynamic range by reducing the distance
between average program levels and their associated peaks. Just the right amount of maximization will make your signal
seem loud without ever exceeding the available dynamic range, whereas too much limiting will make your signal sound

“flat” and unnatural.

Processing at 64 bit floating point resolution, which provides the highest fidelity with no added noise, the comfort of a
real-time input/output waveform display combined with an auto-mode for transparent maximization makes it very

intuitive to operate.

Group Section

Limiter Pro allows for fine-grained control over the linking
between audio channels. A stereo limiter usually has its
channels linked, so as not to shift its panorama when
peaks occur in only one of the two channels. Surround
limiting has different requirements, since limiting all
channels in the same way as done in a stereo limiter
would sound unnatural. Limiter Pro offers a group section,
allowing you to link the attenuation of channels into
groups.

To recreate the operation of a stereo compressor, one
could thus set both input channels to the same group, and
then adjust the GROUP value to 100% to achieve full
linkage in the attenuation of both channels.

For surround purposes, it can be beneficial to link speaker
pairs. In a 5.1 setup, you would set L/R and Ls/Rs each to
individual groups, and then adjust the GROUP knob to
achieve the desired result.

The TOTAL knob acts as an additional group into which all

channels are fed. Combining GROUP linking for speaker pairs and TOTAL linking allows you to adjust limiting for any

surround format.

M/S processing is available for each channel pair (L/R, Ls/Rs, etc.). Activating the M/S button for a channel pair M/S-

encodes the channels before processing, and M/S-decodes them again after processing.
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Input Meter: Shows the levels of all available input channels. Clicking on the numerical peak displays above the meters
resets the respective peak values.

THRESH: Threshold sets the point at which the limiter starts to affect the input signal. Lowering the threshold setting has
the effect of raising the output gain of the signal. The average level of the signal is increased while the limiter assures that
the signal will not exceed the ceiling level.

GROUP: Group link. Controls the extent to which channel compression affects other channels within the same group.
Assign and select groups in the group section window.

TOTAL: Total link. Controls the extent to which channel compression will be globally linked between all groups.

RELEASE TIME: Controls how long it takes for the limiter to recover from attenuating the signal after it has dropped below
the threshold. Values: 10-5000 ms.

AUTO RELEASE: Enables/disables the manual release slider and lets the limiter control release time depending on the
input signal, resulting in the most transparent limiting possible.

TRUE: Enables True Peak envelope detection — a 16x oversampled detector for more accurate limiting.

ATTENUATION GRAPH Window: Shows the current input (1) and output (O) signals, the applied attentuation (A) as well as
the attenuation graph. Each signal can be switched on and off individually with the buttons to the right (1/0/A).
If you need to reduce CPU load, you can reduce the update rate of the attenuation graph (1-240 frames per second).

CEILING: Sets the maximum output of Limiter Pro.

CLIP: Always clips the output level to 0 dBFS.
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Matrix Mixer Pro

The Matrix Mixer Pro features a gain, delay and phase network which allows you to solve a variety of problems, for
example:

—  Feeding Left/Right channel into LFE channel

— Phase adjustment of a single channel in a surround setup
— Delay individual channels in a surround setup

— Solving phase problems of individual channels

In Gain Mode, the matrix displays gain settings for each source—destination channel feed.

Gain adjustment: Adjust gain for each feed by click-dragging on the node. Double-click on a node to enter a value from
the keyboard. Values: infinite to 12 dB.

Phase reverse: By right-clicking on a node, this node will be phase reversed. Nodes with active phase reversal are marked
by an orange ring. You may for instance send a phase-reversed feed of the left channel to the right surround channel, and
a phase-reversed feed from the right channel to the left surround channel in order to create certain effects, or “pseudo-
surround”.
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In Delay Mode, each node displays a delay for the individual feed. The delay mode allows you to set an individual delay for
each matrix node, enabling very complex mixing.

Delay adjustment: Adjust delay time for each feed by click-dragging on the node. Double-click on a node to enter a value
from the keyboard.

Delay mode: Choose to display delay values by Time (ms), Distance (m), or Samples.

Switching back to Gain mode after applying delay settings to a node will show a green frame around the affected node,
signifying an active delay value.

Phase reverse: As in Gain mode, right-clicking on a node will phase-reverse it. Nodes with active phase-reversal are
marked by an orange ring.
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Surround Balance Pro

This is a specialized plug-in for balancing your mixes within any surround format.

Drag the dot to achieve balancing/panning between the available speakers.

Hold “Shift” to only alter the dot’s angle.

Hold “Ctrl” to reset the dot.

Additionally, each speaker can be enabled/disabled by clicking its icon on the circle.
CENTER: Controls the level of the Center channel (if available).

CENTER LINK ICON: When enabled, include the Center channel in balancing/panning.
LFE: Controls the level of the LFE channel (if available).

RANGE: Controls the dB range of the jellyfish level meter.

FALLOFF: Controls the falloff time of the jellyfish level meter.

ANGLE: Balance angle.

RADIUS: Balance radius.

SPREAD: Controls the spread of balancing/panning between speakers.

PAN LAW: Determines how the signal level is affected by panning. Without compensation, the combined loudness of the
left and the right signals will be higher if a channel is panned to the center than if it is panned to one side. The Pan Law
allows for attenuation of the signal when it is panned to the center. The optimum value of this parameter depends a lot on
the input source.

Adjustable from 0 to -6 dB (0 dB actually turns off constant power panning).
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Surround Pan Pro

A brillant tool for panning your sources from mono/stereo to any surround format.

Drag the dots to achieve balancing/panning between the available speakers.

Hold “Shift” to only alter a dot's angle.

Hold “Ctrl” to reset the dots.

Additionally, each speaker can be enabled/disabled by clicking its icon on the circle.
CENTER: Controls the level of the Center channel (if available).

CENTER LINK ICON: When enabled, includes the Center channel in balancing/panning.
LFE: Controls the level of the LFE channel (if available).

RANGE: Controls the dB range of the jellyfish level meter.

FALLOFF: Controls the falloff time of the jellyfish level meter.

ANGLE: Balance angle.

RADIUS: Balance radius.

SPREAD: Controls the spread of balancing/panning between speakers.

PAN LAW: Determines how the signal level is affected by panning. Without compensation, the combined loudness of the
left and the right signal will be higher if a channel is panned to the center than if it is panned to one side. The Pan Law
allows for attenuation of the signal when it is panned to the center. The optimum value of this parameter depends a lot on
the input source.

Adjustable from 0 to -6 dB (0 dB actually turns off constant power panning).
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VIENNA ENSEMBLE PRO STAND-ALONE

Vienna Ensemble Pro can be used as a plug-in, conveniently integrated in your setup over a GigaBit LAN connection, or as
a stand-alone program. To launch Vienna Ensemble Pro as stand-alone software, double-click Vienna Ensemble Pro or
Vienna Ensemble Pro (64-bit) from your programs/applications.

Preferences

Click on the Preferences icon in the task bar to configure your stand-alone setup. The first start will automatically open the
Preferences.

The General Preferences for your stand-alone Vienna Ensemble Pro differ just a little from the Preferences described in
the Vienna Ensemble Pro Server Preferences (Instances).

Audio

First, select your Audio Device:
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Audio and MIDI routing can be configured, you can add and deactivate outputs/inputs and assign names for a better
overview. The activated inputs of your soundcard will also be available for Vienna Ensemble Pro’s Input Channels.

WINDOWS: Select active channels of an audio device to improve communication with other audio applications.
Audio channels of the same audio device can be used by another audio application when deactivated in the
Vienna Ensemble Pro Preferences.
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MIDI

Select your MIDI Input Devices for this Vienna Ensemble Pro stand-alone instance.

Smoothing: Sets the amount of smoothing applied to the tempo when synchronized to MIDI clock. Ranges from 0 to 40
ms. Defaults to 20 ms.

Round tempo: When enabled, rounds the tempo to integer values (so that, for instance, 120.2 becomes 120, 140.7

becomes 141, and so forth), which generally results in less tempo jitter at the expense of possible tempo drifting. Enabled
by default.
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Plug-in Management
In OS X, all installed AU and VST plug-ins are displayed here.

In Windows, make sure that you have assigned the correct VST plug-in path, so that Vienna Ensemble Pro is able to find all
your plug-ins!

) Favorites Manager: The use of your Effects and Instruments is automatically counted, and the most recently

used plug-ins are displayed. You can also Add Favorites manually.

) Available Plugins: Lists all scanned plug-ins. You can choose which ones to USE in Vienna Ensemble Pro.

Vienna MIR Pro Settings are only available if a valid license for MIR Pro is available. Please consult the MIR Pro manual for
more information.
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SHORTCUTS AND SPECIAL FEATURES

Windows Shortcuts

e [CTRL+R] Start/Stop Engine
e [CTRL+O] Open Project
e [CTRL+S] Save Project
e [CTRL+AIt+S] Save Project as ...
e [CTRL+P] Preferences — does not work in server mode
e [ESC] Toggle Mixer View
e [CTRL+Q] Quit
e [CTRL+Z] Undo
e [CTRL+Y] Redo
o [CTRL+N] Add Vienna Instruments
e [CTRL+B] Add Bus Channel
e [CTRL+D] Duplicate Channel
o [Del] Delete channel(s)
o [F] Fold channel strips (Channel Pane)
o [PgUp] Previous Channel
e [PgDn] Next Channel
OS X Shortcuts

e [Command+R]
e [Command+0]
e [Command+S]

Start/Stop Engine
Open Project
Save Project

e [Command+Alt+S] Save Project as ...

e [Command+,]

e [ESC]

e [Command+Q]
e [Command+Z]
e [Command+Y]
e [Command+N]
e [Command+B]
e [Command+D]

o [<]
o [F]
e [PgUp]
e [PgDn]

Preferences

Toggle Mixer View

Quit

Undo

Redo

Add Vienna Instruments
Add Bus Channel
Duplicate Channel
Delete channel(s)

Fold channel strips (Channel Pane)
Previous Channel

Next Channel
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Special Features Channel Pane

e Rubber-band selection of channels.

e Browsing channels with [Pgup / PgDn] and [Arrow up / Arrow down].

e Selection of multiple channels with [Shift/Ctrl+Click].

e Dragging of channels (drag on titlebar).

e Right-click on a channel strip for a menu of actions.

e Hold down [Alt] while selecting a MIDI channel and the MIDI channels of all selected channels will be automatically
incremented.

e Select multiple instruments and hold down [Alt] while changing MIDI port or channel — this value will propagate to
all selected channels.

e Hold down [Shift] while selecting a MIDI channel and all selected channels will get the same value.

e Holding [Shift] when inserting/removing plug-in will apply to the same insert slot on ALL tracks.

o Holding [Alt] when inserting/removing plug-ins will apply to the same insert slot on SELECTED tracks.

e The same applies to Bypass — [Shift/Ctrl+Click] applies to all, [Alt/Ctrl+Click] applies to selected tracks.

e Moving a plug-in BETWEEN two insert slots will create a complete new row of insert slots.

e When arow is emptied, the view will be optimized and the row removed.

Special Features Mixer

e [Shift]-drag any control for fine adjustment.

e [Shift]-mousewheel any control for fine adjustment.

e Selection of channels with [Shift/Ctrl/Command]-click.

e Rubber-band selection of channels.

e Dragging of channels (drag on channel name).

e Double-click channel name to open instrument GUI (if available).

e [Ctrl]-click on the channel strip fold button to fold all mixer-strips ([Shift]: OS X).

e Right-click on the channel strip for a menu of actions (like in the Channel Pane).

e Select multiple channels, hold down [Alt] while adjusting volume or pan, and all selected channels will be adjusted.

e Hold down [Alt] while selecting a MIDI channel, and the MIDI channels of all selected channels will be automatically
incremented.

e Hold down [Shift] while selecting a MIDI channel, and all selected MIDI channels will be set to the same value.

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Vienna Synchron Player 100

VIENNA SYNCHRON PLAYER

Your Epic Orchestra 2.0 is powered by Vienna Sychron Player, our tailor-made sample player that is loaded with intriguing
features!

Please refer to the Vienna Synchron Player Manual on MyVSL (Software Manuals) to find out more about the intricacies
of this powerful tool.

Additionally, we have provided Video Tutorials that will give you a quick start with simple examples covering the main
features of Vienna Synchron Player.

in order to be available in Vienna Ensemble Pro 7.
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VIENNA ENSEMBLE PRO ROUTING

This chapter will show you how to route multiple stereo outputs from Vienna Ensemble Pro into your sequencer.

Logic Pro X
Start the Vienna Ensemble Pro SERVER (32 and/or 64-bit).

Then, instantiate a multi-timbral Software Instrument track:

Assign Vienna Ensemble Pro (Multi Output).

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Vienna Ensemble Pro Routing 102

The Vienna Ensemble Pro Plug-in opens — click “Connect” and choose the Vienna Ensemble Pro instance of your choice.

The windows you see now are the Vienna Ensemble Pro Plug-in and the Vienna Ensemble Pro Server.

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Vienna Ensemble Pro Routing 103

Now you can assign different outputs in Vienna Ensemble Pro. It is also possible to assign the outputs below the fader of
each channel.

In Logic Pro X, open the Mixer page. Outputs 1-2 are automatically assigned in the Audio Instrument channel.

You can add more stereo channels in ascending order comfortably by simply clicking the “+” Button underneath the SOLO
button in the Instrument channel.
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Digital Performer

1) Launch Digital Performer and Vienna Ensemble Pro Server.

2) Add a new Instrument Track with Options.
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3) Assign it to Vienna Ensemble Pro (stereo)

4) Add 16 MIDI tracks. If you are using VE Pro as a MAS plug-in in Digital Performer 8, you can get up to 768 (48 x16) MIDI
channels, as you can use up to 48 MIDI ports per instance, depending on your settings in the VE Pro Preferences!

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Vienna Ensemble Pro Routing 106

5) Click on OK — this is will bring up the Vienna Ensemble Pro Plug-in.
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6) Click on Connect, select a Server IP from the list of available servers, and confirm the connection.
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7) The windows you will see now are the Vienna Ensemble Pro Plug-in and the Vienna Ensemble Pro Server. Create
Instrument Channels in Vienna Ensemble Pro and assign MIDI channels to them.

8) Add one or more auxiliary tracks to your project.
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9) You can now check the available Stereo Outputs of Vienna Ensemble Pro in the inputs of your Aux Track.
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10) Assign the different outputs in Vienna Ensemble Pro. It is also possible to assign the outputs below the fader of each
channel.
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Pro Tools
1) Start Pro Tools and the Vienna Ensemble Pro SERVER (32 and/or 64-bit).

2) Then, create a Stereo Instrument track.
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3) Assign Vienna Ensemble Pro as a multi-channel plug-in.

4) The Server Interface appears — click “Connect” and choose a Vienna Ensemble Pro instance.
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5) Vienna Ensemble Pro will launch in the background. You see the Vienna Ensemble Pro Plug-in and the 64-bit Vienna
Ensemble Pro Server.

6) Create new MIDI tracks as needed. With AAX, the amount of MIDI ports can be set in the Vienna Ensemble Pro Server
Preferences.

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Vienna Ensemble Pro Routing 114

7) In the mixer, assign the MIDI channels to Vienna Ensemble Pro.

8) Now, create an Aux track and as many Stereo Aux Inputs as you will need.
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9) Assign the Vienna Ensemble Pro outputs to the inputs of your Aux track.
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10) Assign the different outputs in Vienna Ensemble Pro. It is also possible to assign the outputs below the fader of each
channel.
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Cubase
1) Start the Vienna Ensemble Pro SERVER (32 and/or 64 bit).
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2) Instantiate Vienna Ensemble Pro as a VST or VST3 Instrument (///), ideally as a RACK instrument.

© 2019 Vienna Symphonic Library



Vienna Ensemble Pro — User Manual Vienna Ensemble Pro Routing 119

3) The Vienna Ensemble plug-in opens up — click “Connect” and choose the Vienna Ensemble Pro instance of your choice
(remember that you have to start Vienna Ensemble Pro SERVER first!).

4) Click on the sign to the far right of “Vienna Ensemble Pro” to activate the available Vienna Ensemble Pro outputs. You
can activate them separately or one by one, depending on how many you need.
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5) The corresponding stereo channels will be created automatically in your mixer.
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6) Assign the different outputs in Vienna Ensemble Pro. It is also possible to assign the outputs below the fader of each
channel.
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Cakewalk SONAR

1) Launch Vienna Ensemble Pro Server so that it is ready for you to connect to.

2) Create a new Vienna Ensemble Pro Instance by selecting “Insert = Soft Synth >VST3” in the top menu bar. Please
note that the exact plugin folder name may differ depending on where Vienna Ensemble Pro is installed.

3) The following dialog will appear. Depending on whether you wish to have multiple outputs (for mixing instruments
inside SONAR) or a single stereo output (for mixing instruments inside Vienna Ensemble Pro), please choose the
appropriate option as well as the option to display the “Synth Property Page”, and click OK.

Insert Soft Synth Options

Inzert gynth into project, and:

Create These Tracks: Open These Windows:

||:| Simple Instrument Track I

I Synth Property Page I

[ IMIDI Source ] Sprith Rack View

] Synth Track Folder

[ First Synth &udio Output
I All Synth Audio Outputs: Stereo I
[ 1Al Spnth dudio Outputs: Maono

[ Enable MIDI Output

s

Cancel

Help

Dizplay Automation On:

Firzt Synth Audio Track w

Az Thiz Every Time

Recall Assignable Controls
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4) The Vienna Ensemble Pro Plug-in will appear — click “Connect” and choose a Vienna Ensemble Pro instance.

[Z5 Vienna Ensemble Pro 1 - Untitled Project] - O x
v 4 A
VIENNA ENSEMBLE PRO 7

NOT CONNECTED

CONNECT

E Vienna Ensemble Pro 1 - Untitled Project!

vy 4 r M v
VIENNA ENSEMBLE PRO 7 2 buffers ¥
SERVER INSTANCES

v4-bit) localhost

servee [ -+
wsravce

CONMECT CANCEL

Vienna Ensemble Pro will launch in the background.
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5)

Vienna Ensemble Pro Routing

124

Now when you insert buses and instruments, and assign outputs in the Vienna Ensemble Pro instance, they will route
to the previously created tracks in SONAR. For using only a single stereo track in SONAR, everything should be routed
to the output pair 1/2 inside Vienna Ensemble Pro.

@ Vienna Ensemble Pro Server 7.0.714 (64-bit)
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6) You will need to insert MIDI tracks (as many as you need) into the SONAR project. To do so, please select “Insert >

Multiple Tracks”:
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7) Please set the audio track count to 0 and the MIDI track count to as many tracks as you need to create. ‘Port’ should
be set to display the previously inserted Vienna Ensemble Pro synth instance.

Insert Tracks *

Track Count: El: Cancel

Help
Main Destination: Master ~
[]set as Default Bus
Send: ~

Track Count: :
Port: I| 1-Vienna Ensemble Pro 1 - || Channel:

8) Forthe newly inserted tracks you will need to pick MIDI channels. Please select “I/O” in the track options display first.

MIDI -~ Region FX -
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G Track 24 M 7 0

G Track2s M
Track Control Manager...

G Track 26 M

@® Track 27 M
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o o
® CTENE

=
=3 Master

—
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— Metronome
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Preview
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9) If the view is shorter than on the picture below and doesn’t show MIDI channel [C] combo boxes, then please resize it
horizontally to make it wider. After this, select the desired MIDI channels. Here, channels 1...16 were selected for the
MIDI tracks.

10) Finally, route the proper MIDI channel from the Vienna Ensemble Pro instance to SONAR:

11) Your environment is ready to go! You should have complete synchronization between SONAR and Vienna Ensemble
Pro. If you need to repeat these steps too often, we recommend saving the above setup as a starting point and using it
as a project template.
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Presonus Studio One

1) Launch Vienna Ensemble Pro Server (32 and /or 64-bit) so that it is ready for you to connect to.

2) Create a new Vienna Ensemble Pro instance by dragging and dropping the desired instrument from the instruments
menu on the right to the arrange window on the left:
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3) The Server Interface will appear — click “Connect” and choose a Vienna Ensemble Pro instance.

4) Vienna Ensemble Pro will launch in the background. You will see the Vienna Ensemble Pro Plug-in and theVienna
Ensemble Pro Server itself.
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5) Create as many MIDI (instrument) tracks as you need in Studio One.

6) Open the mixer page. Outputs 1-2 are automatically assigned to your Vienna Ensemble Pro instance. You can expand
these available outputs by clicking the down arrow on Vienna Ensemble and choosing “Expand”.
If you want to use only a single stereo channel in Studio One and mix the instruments inside Vienna Ensemble Pro,
everything should be routed to the output pair 1/2 inside Vienna Ensemble Pro. In this case you can leave out steps 7
and 8.
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7) Now you can click on all the available 32 outputs and choose the ones you need. As you click the boxes to add
outputs, channels are automatically created for you in the mixer window:

Mormal
Channel Group Instruments Insarts Inserts Insarts Inserts

ViennaEn.

Sends Sends i Sends Sends

<C> 0dE =<C>

Inputs

Outputs

Remote Qut 7/8 Out 910 Out 1112
a + -

00001.01.01.00 4 <« » » I« > @

Performance

8) Now when you assign outputs in the Vienna Ensemble Pro ilnstance, they will be routed to these channels in Studio
One’s Mixer:
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9) Now you need to assign MIDI outputs, ports and channels to the tracks in your arrangement.
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10) Finally, set the same MIDI ports and channels in your Vienna Ensemble Pro instance:

11)

Vienna Ensemble Pro Routing

132
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Your environment is ready to go! You should now have complete synchronization between Studio One and Vienna
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Ableton Live
1) Start Vienna Ensemble PRO SERVER (32 and/or 64 bit).

2) Instantiate Vienna Ensemble PRO into an empty MIDI track.
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3) Vienna Ensemble Plug-in opens up — Click “Connect” ...

Vienna Ensemble Pro x64/1-Vienna Ensemble Pro x84

MBLE PRO 7 2 buffers

NOT CONNECTED

CONNECT

... and choose the Vienna Ensemble PRO instance of your choice. Remember that you have to start Vienna Ensemble
PRO SERVER first!

Vienna Ensemble Pro x64/1-Vienna Ensemble Pro x64
VIENNA SEMBLE PRO 7 2 buffers v

SERVER INSTANCES

bit} loca

servee [ ¢
R

CONNECT CANCEL
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4) The most effective and at the same time, the easiest use of VE Pro in Ableton Live can be achieved by employing the
“External Instrument” option.
Create the required number of channels in VE Pro and adjust the Audio Outputs.

Thereafter, load the respective number of external instruments in Ableton Live — for example, into empty MIDI tracks
or with Drag & Drop into the Mixer Drop Area.
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5) Now you have to adjust the routing of the External Instrument in Ableton Live:

Vienna Ensemble Pro Routing 136

First, select the Vienna Ensemble Pro instance in the “Midi To” area in the respective External Instrument.

Then choose your “target channe

Now you can choose the desired output in the subjacent “Audio From” area.
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The External Instrument allows the user to send MIDI Signals into VE Pro and receive the resulting audio signal in the
same channel. Consequently, no additional audio channels are necessary to hear the signal.

6) Repeat the same process for every additional channel, just with the desired settings for “MIDI To” and “Audio From”.
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GLOSSARY

Channel Preset: Saves all settings of a Vienna Ensemble Pro Channels (FX, Routing, Panning, Outputs...).
Channel Set: Multiple Channel Presets — a Channel Set can be saved and loaded in the Channel menu

Connect/Disconnect: These options are activated on the Vienna Ensemble Pro Server Interface. You can connect to any
Vienna Ensemble Pro Server available in your network.

Decouple: This option is activated on the Vienna Ensemble Pro Server Interface. When decoupled, the viframe data is NOT
saved or loaded with the sequencer project. This can result in a more efficient workflow.

Directory Manager: Shows the Sample Content of your Vienna Instruments Collections and connects it with your
software. Installed alongside Vienna Instruments and Vienna Instruments Pro.

elLicenser Control Center: Manages the licenses of your Vienna Symphonic Library products.
Epic Orchestra 2.0: 73 GB Orchestral Pack, comes with Vienna Ensemble Pro.
LAN Connection: Local Area Network. Connects your computers via a Gigabit Ethernet cable.

Master Computer: Hosts your sequencer, running the Vienna Ensemble Pro Server Interface and possibly Vienna
Ensemble Pro Server (as localhost).

Multi-timbral virtual Instruments: All virtual instruments that offer more than 1 MIDI channel.

Preserve: Keeps all samples load in the preserved Vienna Ensemble Pro instance loaded. You can switch between songs
without reloading your templates.

Networked (Slave) Computer: Hosts Vienna Ensemble Pro Servers, connected via LAN.

Vienna Ensemble Pro Plug-in: Connects with the available Vienna Ensemble Pro Servers in a network over LAN, the Server
Interface works as AU/VST/VST3/RTAS/AAX/MAS plug-in. Connect, disconnect, decouple and show Vienna Ensemble
Pro instances in the Server Interface.

Vienna Ensemble Pro Server: Available in 64-bit for macOS (Win: also 32 bit). The backbone of Vienna Ensemble Pro. Must
be launched in order to be connected with the Vienna Ensemble Pro Plug-in.

Vienna Ensemble Pro Stand-alone: The basic form of the software, connected the old-fashioned way.
Vienna Instruments: The tailor-made sample player for Vienna Instruments Collections.

ViennaKey: Contains the licenses of your Vienna Symphonic Library products.
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SUPPORT, QUESTIONS, VIDEOS, FORUM ...

We hope that this introduction to Vienna Ensemble Pro 7 was a helpful companion during your first steps with our new
mixing and host software, and wish you many joyful hours of composing and inspiration!

If you’re not familiar with the Vienna Synchron Player that comes for your Epic Orchestra 2.0, please have a look at the
Vienna Synchron Player Manual and the video tutorials on our website! And if they don’t provide the information you
need, please feel free to post your questions in our Forum, or send an e-mail to our support team.

We wish you a great time with Vienna Ensemble Pro 7!

Enjoy!
Your Vienna Symphonic Library Team
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